
Surface Socket Quick Connect, 10A
CAT NO. 37QC, CD37QC, BU37QC

Data Sheet

Cat No. 37QC CD37QC BU37QC

Description Surface Socket Quick Connect, 10A Surface Socket Quick Connect, 
10A – Pack of 10

Colour  White/Yellow

Nominal Voltage 230 - 240V a.c.

Nominal Current 10A

Flat TPS Compatibility 1.0mm2 Solid Conductor
1.5mm2, 2.5mm2 Standard Conductor

Mounting Type Surface

Cut-out Size 65mmØ

Dimensions (W x H x D) 60 x 43 x 65mm

Safety standard AS/NZS 3112, IEC60669-2-3

        



        

Surface Socket Quick Connect, 10A
CAT NO. 37QC, CD37QC, BU37QC

Legrand - AUS
1300 369 777
www.legrand.com.au
ABN 31 000 102 661

Legrand - NZ
0800 476 009
www.legrand.co.nz

Refer to your group buying office, Legrand Sales Representative or 
Legrand Sales Office for pricing.

Please note: specifications are subject to change without prior notice.

Single product

Cat No. Barcode Dimensions (W x H x D)

CD37QC 9321001462057 138 x 275 x 40mm

Inner Box (QTY 10)

Cat No. Barcode Dimensions (W x H x D)

37QC 9321001462019 340 x 52 x 120mm

CD37QC 9321001462064 340 x 52 x 120mm

BU37QC 9321001462033 340 x 52 x 120mm

Outer Box (QTY 100)

Cat No. Barcode Dimensions (W x H x D)

37QC 9321001462026 340 x 247 x 270mm

CD37QC 9321001462071 340 x 247 x 270mm

BU37QC 9321001462040 340 x 247 x 270mm
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• Much faster to install than hard-wired plug bases
• Compact size: fit into ø 70mm cut-out
• Compatible with 1mm2 to 2.5mm2 TPS Cables
• Extra lock for positive connection
• Marking on terminal for immediate identification 

of cable slot: minimise error risk

Installation Instruction

Warning
1.  The surface socket cannot be reused on cables of a different size once it is  removed after installation. It shall not be subjected to movement or flexing once installed.
2. This product must be installed by a licensed electrical contractor.
3. Electricity is dangerous! Disconnect power before connecting/disconnecting this product.
NOTE: Owing to the nature of the socket contacts used in this product, continuity testing SHALL be conducted with an instrument using flat pins rather than standard 
instrument probes.


