
Securit  LED Exit Sign
A tamper resistant LED exit sign designed specifically 

for institutions and correctional facilities
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Legrand Australia
1300 369 777
 www.legrand.com.au

Legrand New Zealand
0800 476 0909
 www.legrand.co.nz

Perfect for prisons, correctional facilities, detention 
centres, police stations and psychiatric wards.

Securit LED Exit Signs

■ Unbreakable flexible thermo plastic diffuser

■ Diffuser cannot be used as a weapon if dislodged

■ Anti-tamper Resitork screws to prevent removal of the unit

■ Thick 6mm interior cover to prevent entry to electronic       
    components and LEDs

■ Simple to install with quick connect terminal block

■  iSmart™ temperature sensing technology for the LIION battery

■  Electronics designed to lengthen the life of the battery, 
minimising maintenance costs

■ Environmentally friendly battery

■ Designed and manufactured in Australia

■ 5 year warranty
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RM = Running man, SS = single sided, DS = double sided

Cat No Description Emergency 
Classification

SPU - recessed C0 C90

684770/LI Maintained LED 4W ss RM

E1.3 E1

684771/LI Maintained LED 4W ss RM left

684772/LI Maintained LED 4W ss RM right

684773/LI Maintained LED 4W ds RM

684774/LI Maintained LED 4W ds RM left/right

SPU - surface mounted C0 C90

684775/LI Maintained LED 4W ss RM

E1.3 E1

684776/LI Maintained LED 4W ss RM left

684777/LI Maintained LED 4W ss RM right

684778/LI Maintained LED 4W ds RM

684779/LI Maintained LED 4W ds RM left/right

Axiom - recessed C0 C90

684780/LI Maintained LED 4W ss RM

E1.3 E1

684781/LI Maintained LED 4W ss RM left

684782/LI Maintained LED 4W ss RM right

684783/LI Maintained LED 4W ds RM

684784/LI Maintained LED 4W ds RM left/right

Axiom (wired only) - surface mounted C0 C90

684785/LI Maintained LED 4W ss RM

E1.3 E1

684786/LI Maintained LED 4W ss RM left

684787/LI Maintained LED 4W ss RM right

684788/LI Maintained LED 4W ds RM

684789/LI Maintained LED 4W ds RM left/right


