
Emergency Lighting Discharge

Test Switches

CAT NO. 682083, 682084

· Performs maintenance discharge tests for emergency lighting installations

· All-in-one design, no discrete components

· Ready for use 4mm²Ø input terminal blocks enable loop-in/loop-out of 2.5mm² cables

· Compact in size - only 4 DIN rail spaces (682084)

· Suitable for switchboard builders (682084)

· Conforms to AS2293.1-2005

682083 682084



Trade version

· Easy to install and connect to existing circuits

· Pre-wired and self-contained

· Keyswitch to activate discharge test

· Test-in-progress indicator 

  (fl ashing LED button)

· Provided with 4 pole 20A N/C contactor

· Manual reset test stop button

· Compatible with 8 Channel Lighting Circuit

Sensing Module (Cat 682085)

· Conforms to AS2293.1-2005

OEM version

· Easy to install

· Includes terminal block for external keyswitch option

  (Cat No 682086)

· Ready for use 4mm²Ø input terminal blocks

· Unique all-in-one design, no discrete components

· Test-in-progress  indicator (fl ashing LED button)

· Manual reset and test stop button

· Compatible with 8 Channel Lighting Circuit

Sensing Module (Cat 682085)

· Conforms to AS2293.1-2005

Packaging Specifi cations

Cat No 682083 682084

Single box QTY 1 1

Single box dimensions (WxHxD) 108mm x 87mm x 110mm 83mm x 72mm x 66mm

Single box barcode 932276820832 932276820849

Emergency Lighting Discharge Test Switches

HPM Legrand - AUS

1300 534 726

www.legrand.com.au

HPM Legrand - NZ

0800 476 009
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Refer to your group buying offi ce, HPM Legrand Sales Representative or 

HPM Legrand Sales Offi ce for pricing.

CAT NO. 682083 & 682084


