
Datasheet
Excel Life™
Programmable Time Delay Switch Mechanism (3-Wire)
CAT. NO. EM803TDWE, EM803TDUG, EM803TDBL, ED803TDMW, EM803TDMB

EM803TDWEEM803TDMWEM803TDMB

Cat. No EM803TDWE EM803TDUG EM803TDBL EM803TDMW EM803TDMB

Colour White Urban Grey Black Matt White Matt Black

Description Programmable Time Delay Mechanism

Supply Voltage 230-240 V a.c. 50 Hz

Max. Load 5A (Refer to load chart back page)

LED Colour Programmable - Blue or Red (Default)

Time Delay Minute mode: 1 to 59 mn (steps of 1mn)
Hour Mode: 1 to 24 Hour (steps of 1Hour)

Screw Terminal Size 1 x 2.5 mm² or 2 x 1.5 mm²

Size (W x H x D) 21 x 21 x 50 mm 

Compatible with Excel LifeTM Plates or Panel Mount Adaptors (Available in WE only)

Compliance AS/NZS 3100



■ Suitable for all commercial and domestic applications
   ie. passage lights, common area lighting
■ 3 Wire technology soft touch electronic push button
■ Minute or Hour modes
■ Can be controlled from Slave (Cat. No: EM800SLAVE series)
■ Top-up function (quick double press): +10 mn (in Minute mode) 
   or +1H (in Hour mode).
■ Programmable LED indicator, Blue or Red (Default), intensity            
   (see chart below).
■ Program parameters stored in a non-volatile memory
■ Easy screw terminal connection
■ Complies to Australian Standards AS/NZS 3100

Single product

Cat. No Dimensions (W x H x D) Weight Barcode

EM803TDWE

145 x 90 x 25 mm 0.03 Kg

9321001434030

EM803TDUG 9321001434559

EM803TDBL 9321001525950

EM803TDMB 9321001525981

EM803TDMW 9321001525929

Single product

Cat. No Dimensions (W x H x D) Weight Barcode

EM803TDWE

162 x 126 x 83 mm 0.35 Kg

9321001434047

EM803TDUG 9321001434566

EM803TDBL 9321001525967

EM803TDMB 9321001525998

EM803TDMW 9321001525936

Single product

Cat. No Dimensions (W x H x D) Weight Barcode

EM803TDWE

350 x 270 x 270 mm 4.7 Kg

9321001434054

EM803TDUG 9321001434573

EM803TDBL 9321001525974

EM803TDMB 9321001526001

EM803TDMW 9321001525943

Mode
Status of LED indicator

Switch ON Switch OFF

1 (default) Bright Red Faint Red

2 Bright Blue Faint Blue

3 Bright Red OFF

4 Bright Blue OFF

Datasheet
Excel Life™
Programmable Time Delay Switch Mechanism (3-Wire)

LED Indicator

CAT. NO. EM803TDWE, EM803TDUG, EM803TDBL, ED803TDMW, EM803TDMB

Max load 1200W 1200W 500VA 500VA 500VA 500VA 500VA

+ 50°C

1 x 2.5 mm²
2 x 1.5 mm²

+ 0°C

HalogenIncandescent Fluorescent tube Wirewound
transformer

Electronic
transformer

Compact
fluorescent

Fan motor

Load Chart

Legrand - Australia
1300 369 777
www.legrand.com.au
ABN 31 000 102 661

Legrand - New Zealand
0800 476 009
www.legrand.co.nz

Refer to your group buying office, Legrand Sales Representative or 
Legrand Sales Office for pricing.

Please note: specifications are subject to change without prior notice.
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