
Excel Life™

Dedicated Plate - IP66 Switch 
CAT NO. ED770/1IPWE, ED770/2IPWE, ED770/1IPUG, ED770/2IPUG, ED770/3IPWE, ED770/4IPWE

Cat No
ED770/1IPWE, 
ED770/1IPUG

ED770/2IPWE,
ED770/1IPUG ED770/3IPWE ED770/4IPWE

Description Dedicated plate IP66  
1 gang switch

Dedicated plate IP66  
2 gang switch

Dedicated plate IP66  
3 gang switch

Dedicated plate IP66  
4 gang switch

Supply voltage 230 - 240V a.c. 230 - 240V a.c. 230 - 240V a.c. 230 - 240V a.c.

Currrent rating 16A, 16AX (fluoro) 16A, 16AX (fluoro) 16A, 16AX (fluoro) 16A, 16AX (fluoro)

Colour White (WE), Urban Grey (UG) White (WE), Urban Grey (UG) White (WE) White (WE)

Plate size 77mmW x 121mmH  
x 10mmD

77mmW x 121mmH  
x 10mmD

77mmW x 121mmH  
x 10mmD

77mmW x 121mmH  
x 10mmD

Mounting centre 84mm 84mm 84mm 84mm

Compliance AS/NZS 3133 AS/NZS 3133 AS/NZS 3133 AS/NZS 3133

Glass and tile  
cutout dimensions 56 x 96mm 56 x 96mm 56 x 96mm 56 x 96mm

Data Sheet



■ IP66 weatherproof rating
■ More fixing options - 4 corners
■ Oval 84mm mounting centre makes it easier to  

straighten-up products at the last minute

Single product

Cat No Barcode

ED770/1IPWE 9321001402046

ED770/2IPWE 9321001402060

ED770/1IPUG 9321001421337

ED770/2IPUG 9321001421351

ED770/3IPWE 9321001432630

ED770/4IPWE 9321001432647

Inner box (QTY 6)

Cat No Barcode

ED770/1IPWE 9321001404484

ED770/2IPWE 9321001404507

ED770/1IPUG 9321001421375

ED770/2IPUG 9321001421399

ED770/3IPWE 9321001432654

ED770/4IPWE 9321001432661

Outer box (QTY 72)

Cat No Barcode

ED770/1IPWE 9321001406921

ED770/2IPWE 9321001406945

ED770/1IPUG 9321001421412

ED770/2IPUG 9321001421436

ED770/3IPWE 9321001432678

ED770/4IPWE 9321001432685

HPM Legrand - AUS
1300 369 777
www.legrand.com.au
ABN 31 000 102 661

HPM Legrand - NZ
0800 476 009
www.legrand.co.nz

Refer to your group buying office, HPM Legrand Sales Representative or 
HPM Legrand Sales Office for pricing.
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