
Excel Buzzer - 230-240V 
Excel Electronic Bell - 12/24/48V

· Used with a push switch, the 230-240V model is ideal for any ring alert  

 · Power: 65dB at 1m for XLP917WEWE

· The low voltage 12/24/48V model with electronic bell can be used with an external 

switch for outdoor applications

  · Power: 80dB at 1m for XLP918WEWE

CAT NO. XLP917WEWE and XLP918WEWE



Excel Buzzer - 230-240V 
Excel Electronic Bell - 12/24/48V

Refer to your group buying office, HPM Legrand Sales Representative or 
HPM Legrand Sales Office for pricing.

CAT NO. XLP917WEWE & XLP918WEWE

Packaging specifications

Cat No. Single unit barcode Inner box barcode Inner box Qty

XLP917WEWE 9321001389804 9321001389811 5

XLP918WEWE 9321001389828 9321001389835 5

Product specifications

Cat No. XLP917WEWE XLP918WEWE

Supply voltage 230 - 240 V a.c 12 - 48 d.c

Loudness (at one metre) > 65 dB 80 bB

Current consumption 25 mA
5 mA @ 12 V
9 mA @ 24 V

17 mA @ 48 V

Terminal capacity 2 x 1.5 mm2

IP Rating IP41

Storage temperature -10° C to +55° C

Operating temperature -10° C to +55° C

Resistant to the following agents
Hexane, methylated spirits, soapy water, diluted ammonia, diluted pure bleach (10%), glass cleaning 

substance, pre-impregnated wipes

Not resistant to the following agents Acetone, tar remover, trichloroethylene
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